


GENERAL SPECIFICATIONS

Polycarbonate: Optional polycarbonate
face Matt non reflective UV rated

®

Assembled with
stainless steel hardware

Automatic Brightness control
via embedded light sensor

Optional
6" Visor

7777777777777777 Mounting hubs ready for

different options

& ----- Housing: Robust Aluminum
housing powder coated
AAMA 2604 Matt Black.
NEMA 3R rated

®----- Pad lockable latches

---- Front access door

LED panel/Mask: increase contrast ratio and enhance visibility

- Ultra bright 320 deg. cone of vision LED

MESSAGE DIMENSIONS: OVERALL DIMENSIONS * MOUNTING:

e 24" L x24"H e 27"Lx27"HXx6"D e Mast Arm

e 30"Lx30"H e 33"Lx33"Hx6"D o Side Pole

e 36"Lx36"H e 39"Lx39"Hx6"D e Span Wire Hanger
ENCLOSURE: MATERIAL: FINISH:

°* NEMA Type 4

ACCESS:

® 5052-H32 aluminum, 0.125" thick

MOUNTING HUBS OPTIONS:

* Powder coated flat black

LED ANGLE VIEW:

® Front; hinged door
¢ Pad lockable latch

PRINTED CIRCUIT BOARD

® 4 Bolt Pattern
e Serrated Lock Ring

SYMBOLS

® B760 ° (£30 ° Horizontal)
(0-20 ° Vertical)

SUPPLY VOLTAGE:

* Red, white, green, orange,
blue, and yellow 2

WEIGHT:

® Single Message
e Dual Message

POWER CONSUMPTION:

® 90-135 VAC input
o 17W -28W

UPGRADES

® 45|bs/ 72lbs

CONTROL OPTIONS

* 7W min/ 15 W max

OPERATING TEMPERATURE:

® Solar with 24 VDC batteries

OTHER OPTIONS

* Dry contact, wet contact,
wireless radio, or customized
activation

‘Dimensions rounded to the nearest inch
2Dependent on symbol
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e -30°F to +165°F (-37°C to +74 °C)
e Humidity: 0% to 99%
noncondensing

SESA policy is to constantly improve its products.
All product descriptions are subject to change
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e With visor (6” width)
e Without visor
o Without polycarbonate

Proudly Made in America
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